
...complete HDMI multi-source 
distribution

Introducing the CYP v1.3 HDMI 
8 x 8 Matrix Switcher



OR-HD88S
v1.3 HDMI 8 x 8 Matrix Switcher

Each HDMI matrix in the Orbit range of full matrix switchers is compatible to v1.3 HDMI specifi cations, supporting 
‘Deep Colour’ together with High Defi nition Audio. As multiple HDMI inputs and outputs increase, the need for 
a HDMI matrix that will inter-connect these HDMI devices is becoming more eminent. The OR-HD88S 8 x 8 HDMI 
Matrix provides a robust and convenient solution for these installations. 

• v1.3 HDMI, HDCP 1.1, DVI 1.0 compliant.
• HDMI 8 x 8 Matrix Switcher.
• Resolutions supported: 

• PC - VGA to UXGA.
• HDTV - 480i to 1080p plus 1080p24fps.

• High Defi nition Audio supported: Dolby TrueHD, Dolby Digital Plus and DTS-HD Master Audio plus LPCM.
• The HDMI input is compensated, clock / phase adjusted, and jitter eliminated so the output is a brand new standard HDMI signal running 

up to 15m at 1080p.
• RS-232 and IR remote control (Master & Zoned), plus IR extender.
• Supports Deep Colour (10 bit). 
• Selectable EDID settings - TV (downstream) and STD (fi xed). 
• Recall, Memory & Key Lock function.
• 4U 19”  Rack mounted on sliding track for easy access.

Features

Specifi cations
Input: 8 x HDMI 

Service Ports - 1 x RS-232, 1 x USB, 1 x IR Jack.

Output: 8 x HDMI 
1 x RS-232.

Power: 24V/6.25A DC (US/EU standards, CE/FCC/UL certifi ed)

Dimensions: 482mm (W) x 325mm (D) x 176mm (H)

Gross Weight: 9500g

Net. Weight: 7500g

Packaging: Boxed
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